
IPB-75M3610M0A
SKU: 213015

1/1,8" Netzwerk Kamera, 2592x1944, Tag/Nacht, D-
WDR, 3,6-10 mm, Infrarot, IP67

Main Features

1/1,8"  Sony STARVIS CMOS Triple Streaming: 2x H.264, 1x MJPEG

Auflösung max. 2592x1944 VerticalView 90° / 270° Modus nur H.264 , HTML5 Wiedergabe

6 Megapixel motorisiertes Varifokal Objektiv 3,6~10mm Digital Wide Dynamic Range (D-WDR)

Push Fokus für einfache Objektiv Einstellung LDC (Lens Distortion Correction), Defog Funktion

Browserunabhängig (IE, Safari, Firefox, Chrome) ONVIF-Konformität, PoE IEEE802.af

Responsive Web Design, Zero Konfiguration Einfache Installation, IP67

Specifications

Other
Manufacturer order number 213015

Optional Accessory

SKU Name Description

202888 AK-4 Camera junction box, for Candid Small ,Candid
Medium, Series

218218 eneo Site Manager Management Software for eneo IP products

216472 IAD-5SG1008MUA Gigabit Switch, Unmanaged, 120W, 8x PoE, 1xSFP,
1x RJ45, 10/100/1000 Mbps, Desktop
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IPB-75M3610M0A
Continuation of accessory

202641 PM-42A Pole mount adaptor for eneo Candid, Candid S,
Candid M, WB1, AK-5, AK-4

214174 VerticalView Adaptor  For IP Candid Medium Series using the VerticalView
mode Mode

eneo is a registered trademark of
VIDEOR E. Hartig GmbH
Carl-Zeiss-Straße 8

                    63322 Rödermark, Deutschland

Phone:
Fax:
E-Mail:
Web:

+49 6074 - 888 - 300
+49 6074 - 888 - 100
info@eneo-security.com
www.eneo-security.com

Stay informed and subscribe
to the eneo newsletter
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