IPD-75M3610MO0OA 6 eneo

SKU: 213016

1/1.8" Network Dome,Fixed, 2592x1944, Day&Night,
D-WDR 3.6-10mm, Infrared, IP67

‘eneo'

Similar as above image

1/1,8" Sony STARVIS CMOS Triple Streaming: 2x H.264, 1x MJPEG
Resolution max. 2592x1944 VerticalView 90°/270° mode only H.264, HTML5 Playback
6 Megapixel varifocal lens, motorized, 3.6~10 mm Digital Wide Dynamic Range (D-WDR)
Push Focus for easy lens adjustment LDC (Lens Distortion Correction), Defog function
Cross Web Browsing (IE, Safari, Firefox, Chrome) ONVIF conformity, PoE IEEE802.af
Responsive Web Design, Zero configuration 3-Axis Gimbal, IP67
g
General
Dimensions (HxWxD) 19x140mm 5
Mumination 2x High Power LEDs 850nm,Infrared £
SDK uponrequest :
Textdispay suppied
Series eneoKN-Series g
Housing Outdoor 2
Color (housing) Pantone Cool Gray1c =
Color (bubble) dear
Hosuing materig Aluminium
Heater YOS
PR



IPD-75M3610MOA

Continuation of the specifications

recording internal storage (SD card),E-
Alarm processing Mail,FTP,Boost,HTTP,TCP,UDP,Onvif Event
Mapping,alarm out

MS internet Explorer: ActiveX ex 9.0,Safari:

Web browser MJPEG,Mozilla: MJPEG,Google Chrome:
MJPEG,Edge: MJPEG

Digital Noise Reducton yes

Audiosupport yes

Internal storage microSDHC card, microSDXC card

'''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''' Cross Counting (CC), Defog, Motion detection,

Analysis functions Perimeter Intrusion Detection (PID), Tampering
Detection (TD)

Audio 2 Way Audo

Remote configuration | Browser

Notes:

Operating temperature range of the camera changes
when IR illumination is switched OFF,Please note

Remarks that the automatic mode and permanent use of Zoom
function may have an adverse affect on the lifetime of
the camera.

LDC function (Lens Distortion Correction),Smart IR
Special features technology: Automatically adjusts the IR illuminance
to the ambient conditions
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Continuation of the specifications

Camera:

Imager Sony STARVIS Sensor IMX178,CMOS
Automatic electronic shutter ESC) 112.5~1/10.000sec.
Flickerless funcion yes
Backlight compensation | BLCHLC
Low speed shutter yes
Manual electronic shutter (MES) 1125 ~1/10.000sec.
Signal-to-noise rato 508
Day&Night mode Automatic,Day Night,extern (Sensor)
""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""" ATW-Indoor ATW-
White balance Outdoor,Automatic,Manual,Flammes,Fluorescent

light,Light bulb,Shade,Clear Sky

Wide Dynamic Range WDR) | DWDR
Resolution Standard 5Megapixel
System True Day&Night
Sensorsize me
Day&Nightswitch IcR
Sensitivity 007 LuxatF1540IRE
Cameratype Dome
Parts supplied:
Parts supplied manual bag of scews
Network:

TCP/IP,UDP,IPv4,IPv6,HTTP,HTTPS,FTP,UPnP,RT
P,RTSP,RTCP,DHCP,ARP,Zeroconf,Bonjour

Lens

LensType 0 Varifocal (motorized)
FocalLength 36-10mm
Iris Control pc
Zoom Factor x
Digital Zoom e
MOD (Mininum Object Distance) 1 o5m

RJ-45,Combi connector,micro SD card
slot,connection cable approx.15cm

5 Megapixel Modus @ 12,5fps,2 Megapixel Modus @
30fps,3MP Mode @25fps,2560x1440
(16:9),2592x1944 (4:3),2048x1536 (4:3),1920x1440
(4:3),1920x1080 (16:9),1600x1200 (4:3),1280x960
(4:3),640x360 (16:9),1280x720 (16:9),800x600
(4:3),640 x 480 VGA,320x240 (4:3)

Resolution
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Gigabit Switch, Unmanaged, 120W, 8x PoE, 1xSFP,
1x RJ45, 10/100/1000 Mbps, Desktop
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