
MED-62V2812MBA
SKU: 215091

1/2,9" HD Dome, Fix, Tag/Nacht,1920x1080, Infrarot,
2,8-12mm, 12VDC, IP66

Main Features

1/2,9" 2.3 Megapixel Progressive Scan CMOS-Sensor 2D-/3DNR Noise Reduction,

Auflösung max. 1920x1080 (Full HD) Digital Wide Dynamic Range (D-WDR)

Multisignal:HD-TVI, AHD, CVI und Composite wählbar Integrierter Bewegungsmelder 

Varifokal 2,8~12mm Tag/Nacht Objektiv Kompaktes Eyeball Gehäuse, Außenanwendung IP66

Schwenkbarer IR-Sperrfilter

Specifications

Other
Manufacturer order number 215091

Optional Accessory

SKU Name Description

220299 MAM-5MM1001M0A Converter, HD-CVI, HD-TVI, AHD, Composite to
HDMI, VGA, Composite, Indoor

219643 MAM-6ME1012MTA Multisignal Converter, HD-TVI , AHD, CVBS to IP,
H.264, 1920x1080, 12-Channel

212984 TVA-1201TRA UTP Transmitter+Receiver, UTP, BNC, 250m,
Indoor, HD TVI CVI, AHD, CVBS, Active, 12V
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MED-62V2812MBA
Continuation of accessory

212985 TVA-1201TRP UTP Transmitter+Receiver, UTP, BNC, 150m,
Indoor, HD TVI CVI, AHD, CVBS, Passive

eneo is a registered trademark of
VIDEOR E. Hartig GmbH
Carl-Zeiss-Straße 8

                    63322 Rödermark, Deutschland

Phone:
Fax:
E-Mail:
Web:

+49 6074 - 888 - 300
+49 6074 - 888 - 100
info@eneo-security.com
www.eneo-security.com

Stay informed and subscribe
to the eneo newsletter
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