MED-62V2812MBA 6 eneo’

SKU: 215091

1/2,9" HD Dome, Fix, Tag/Nacht,1920x1080, Infrarot,
2,8-12mm, 12VDC, IP66

1/2,9" 2.3 Megapixel Progressive Scan CMOS-Sensor 2D-/3DNR Noise Reduction,
Aufiésung max. 1920x1080 (Full HD) ~ Digital Wide Dynamic Range (0-WDR)
Multisignal:HD-TVI, AHD, CVI und Composite wéhbar ~ Integrierter Bewegungsmelder
Varifokal 2,8~12mm Tag/Nacht Objektiv ~ Kompaktes Eyeball Gehause, AuBenanwendung IP66

Other
‘Manufacturer order number 218001
SKU  Name  Descripion
Converter, HD-CVI, HD-TVI, AHD, Composite to
20289 | MAV-GMMiooTMOA ] HDMI, VGA, Composite, Indoor
Multisignal Converter, HD-TVI , AHD, CVBS to IP,
2teeas MAWFOMEtOt2MTA ] H.264, 19201080, 12-Channel
218653 PS12DCA1 Plug-in Power Supply Unit, 100-240VAC/12VDC

(1,0A), regulated, with DC Plug
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MED-62V2812MBA

Continuation of accessory
"""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""" UTP Transmitter+Receiver, UTP, BNC, 250m,
Indoor, HD TVI CVI, AHD, CVBS, Active, 12V

UTP Transmitter+Receiver, UTP, BNC, 150m,
Indoor, HD TVI CVI, AHD, CVBS, Passive
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