MEM-42F0036MPA é eneo

SKU: 215597

1/2,8" HD Zylinder-Kamera, Tag/Nacht, 1920x1080,
3,6mm, D-WDR, 12VDC, IP66

1/2,8" 2.0 Megapixel Progressive Scan CMOS-Sensor 3D-DNR Noise Reduction

Auflésung max. 1920x1080 (Full HD) Digital Wide Dynamic Range (D-WDR)

Zylinder Kamera im robusten Metallgehause Integrierter Bewegungsmelder

Multisignal: HD-TVI, AHD und Composite wahlbar Halterung im Lieferumfang enthalten

Electronic Day/Night Funktion IP66 fir AuReneinsatz geeignet
Oer
[Manufacturer order NUMBer @ e 2 T et
SkU  Name  Descripton ..
225085 MAM-5DC1004MOA Distributor, 1x BNC Input HD-TVI, CVI, AHD, CVBS,
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 4xBNC Output

Converter, HD-CVI, HD-TVI, AHD, Composite to

S HDMI, VGA, Composite,Indoor
219643 MAM-6ME1012MTA Multisignal Converter, HD-TVI , AHD, CVBS to IP,

H.264, 1920x1080, 12-Channel
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MEM-42F0036MPA

Continuation of accessory
"""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""" UTP Transmitter+Receiver, UTP, BNC, 250m,
Indoor, HD TVI CVI, AHD, CVBS, Active, 12V

UTP Transmitter+Receiver, UTP, BNC, 150m,
Indoor, HD TVI CVI, AHD, CVBS, Passive
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