MPD-72M2713MO0A 6 eneo’

SKU: 217278

1/2.8" HD Dome, Fixed, WDR, Day&Night,
1920x1080, 12/24V 2.7-13.5mm, Infrared, IP67

1/2.8" 2 Megapixel SONY STARVIS CMOS sensor Removable infrared cut filter
Resolution max. 1920x1080 pixels (Full HD) ROI (Region of Interest) WDR mode
Separate outputs for digital and multi-signal Integrated motion detector, defog, privacy zones

Digital signal: EX-SDI, HD-SDI selectable For wall or ceiling flush mount

Motorized vari-focal lens 2.7-13.5mm Hard coated bubble, Anti-scratch protection
General:
Dimensions (HX\WxD) 119x140mm
Mluminaon 2x High Power LEDs 850nm,Infrared
Textdisplay supplied
Seres eneo Callisto, eneo KX-Series
Housing outdoor
Color (housing) Pantone Cool Gray1C
Color (bubble) cear
Hosuing material Aluminium
Heater yes
Mountng Ceilng mount, Wall mount
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MPD-72M2713MO0OA

Continuation of the specifications

Day&Night mode Automatic,Day,Night

‘White balance Automatic,PresetManual
‘Wide Dynamic Range (WDR) Real Time WDR 25/30fps,WDR 113dB, WDR 113dB |
System True Day&Night
Sensorsize 128"
Day&Nightswitch cR
Sensitvity 008LuxatF14,40IRE
Cameratype Dome
Partssupplied:
Partssupplied manual,drilling template,bag of screws
Lens
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MPD-72M2713MO0OA

Continuation of the specifications

voltage input,1x SDI Signal (BNC),1x HD/SD Analog
Signal (BNC),connection cable approx.15cm

Serial interfaces protocols UTC (HD-Signal Format)
V|deooutputs ””””””””””””””””””””””””””””””””””””””””””””””””””””””””””” AHD, Composite (CVBS), CVI, EX-SDI, HD-SDI, HD-
TVI
Aarminputs no
Aarmoutputs no
Serial interfaces Coaxitron (HD Protocol)
Video:
Synchronizaion | internal
] AHD @ 2MP, Composite (FBAS), CVI @ 2MP, EX-
Signal format SDI (270 Mbps), HD-SDI (1.485 Gbps), HD-TVI @
2MP
Framerate 25/30fps @ 1920x1080p, 50/60fps @ 1280x720p
Other
Remarks NDAA compliance under Section 889
Video standard PAUNTSC
Resolution Pixels 1280x720, 1920x1080, 720x576
Low Speed Shutter yes
Backlight Compensaton | BLC,HLC
Motion Detector yes
Horizontal Angle of View 100-38°
Vertical Angle of View . 53-19°
luminaion Infrared
Manufacturer order number 21728
SKU | Name | Description
209832 . AK-5 Camera Junction Box, for Callisto Dome series, P66
216923 | DOME-S1T Sun Shield for eneo Callisto Dome Series
200880 | DOME.WE{+DOME/ Basis! | l\{x ZIIBracket&Surfacemountbase,CallistoDome """
209831 | DOMEBASIST Surface mount base , Callisto Dome line
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MPD-72M2713MO0OA

Continuation of accessory

Distributor, 1x BNC Input HD-TVI, CVI, AHD, CVBS,
4x BNC Output

Converter, HD-CVI, HD-TVI, AHD, Composite to

20288 MAWFoMMiooiMOA ] HDMI, VGA, Composite, Indoor
] Plug-in Power Supply Unit, 100-240VAC/12VDC
#1888 | potbet (1.0A) regulated, with DCPlug
UTP Transmitter+Receiver, UTP, BNC, 250m,
Z12084 TvAt2tTRA indoor, HD TVI CVI, AHD, CVBS, Active, 12V
212985 TVA-1201TRP UTP Transmitter+Receiver, UTP, BNC, 150m,

Indoor, HD TVI CVI, AHD, CVBS, Passive

é eneo
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