
KBD-2USB
SKU: 217652

System Keyboard with 3-Axis Joystick, Jog Shuttle,
USB, RS-485, 12VDC,

Main Features

Control unit for eneo cameras and recorders 3-Axis joystick for PTZ control

Connection via USB, RS-232 and RS-485 interfaces Control with fixed and variable speed

Multi-protocol selection ensures system compatibility Preset position and pattern control

Multi-function buttons and LCD display Master / Slave operation

Jog shuttle to control video recorders

Specifications

Other
Dimensions (HxWxD) 176x405x107mm

Parts supplied Power supply unit 100 ~ 240VAC / 12VDC, 50/60Hz, 
Manual

Menu languages English
Password protection administrator & users
Serial interfaces protocols Fastrax IIE,Fastrax,Pelco D,Pelco P
Jog shuttle yes
Joystick 3-axis
Housing plastic
Color black
Ethernet interface no
Serial interfaces RS-232, RS-485, USB
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KBD-2USB
Continuation of the specifications

Power consumption 6W
Weight approx. 1.2kg
Manufacturer order number 217652

eneo is a registered trademark of
VIDEOR E. Hartig GmbH
Carl-Zeiss-Straße 8

                    63322 Rödermark, Deutschland

Phone:
Fax:
E-Mail:
Web:

+49 6074 - 888 - 300
+49 6074 - 888 - 100
info@eneo-security.com
www.eneo-security.com

Stay informed and subscribe
to the eneo newsletter
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