IPP-72A0023MIA

SKU: 220201

6 eneo’

1/2,8" Network Dome, PTZ, Day&Night, 23x, H.265,

WDR, 1920x1080, Infrared, IP66
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IPP-72A0023MIA

Continuation of the specifications

recording internal storage (SD card),E-

Alarm processing Mail,FTP,Boost,HTTP,TCP,UDP,HTTPS,XML,alarm
out
Userinterface Type B (white /blue)
Motion detector yes
Home positon selectable, Tour, Preset, Pattern
Menulanguages """""""""""""""""""""""""""""""""""""""""""""""""""""""""""" English,German,French,Russian,Japanese,Chinese,
Korean
Mirror funcion | HVfip
Multicast compliant yes
Password protection . administrator & users
Presets 255presets
Privacy zone masking . Areas-ON/OFF switchable
Tours up to 8 user programmable guard tours
Vertical tiltrange . A0°~+90°
[ MS internet Explorer: ActiveX ex 9.0,Safari: MJPEG
Web browser setup limited,Mozilla: MJPEG setup limited,Google:
MJPEG setup limted,Edge: MJPEG setup limited
Digital Noise Reducon yes
Rotationrange %0°
Speed (manual) 380°/Sek.
Speed (presety 380°/Sek.
Pattern 8 pattern
Audiosupport yes
Internal storage microSDHC card, microSDXC card

Cross Counting (CC), Defog, Digital image
stabilization, Human (PD), Loitering detection, Motion
detection, Perimeter Intrusion Detection (PID),
Tampering Detection (TD)
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Continuation of the specifications

Remarks

To guarantee you an optimum user experience, we
recommend that you only use components of the
same brand in a system. If several brands are used
in combination, eneo cannot guarantee functionality.
If combined use is necessary, we offer a compatibility
check for a fee (for more information, see article
number #229235 at VIDEOR).

TCP/IP,UDP,IPv4,IPv6,HTTP,HTTPS,FTP,UPnP,RT
P,RTSP,RTCP,DHCP,ARP,Zeroconf,Bonjour,QoS,0

Alarm output,Alarm input,Audio
input/output,RJ-45,12VDC input (DC
plug),connection cable approx.40cm
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Continuation of the specifications

Alarm inputs 4

Alarmoutputs 1T
Ethernet interface 100Base-TX, 10Base-T
Serial interfaces | Ethenet
Video:

1920x1080 (16:9),1440x1080 (4:3),1280x1024
(5:4),1024x768 (4:3),1280x720 (16:9),800x600
(4:3),800x480 (16:9),720x576 (4:3),720x480

Resolution (4:3),704x576 (4:3),704x480 (4:3),640x480
(4:3),400x240 (4:3),352x288 (4:3),352x256
(4:3),352:240 (4:3),320x240 (4:3)

Image display . 4:3,16:954

Streamtypes Quad Streaming

H.264, H.264+ (Smart Stream), H.265, H.265+
(Smart Stream), M-JPEG

Image resolutonmax. 1920x1080
Image TransmissionRate ~~ 3fs
O e e
Horizontal Angle of View 56,6 -3
Vertical Angle of View 31.8-1.8"
Manufacturer order number 220200 e
SKU  Name  |Descripon
Wall bracket for IED-63xx Metal series and

I EP-63Mxx, MEP-62Mx
218218 eneo Site Manager Management Software for eneo IP products
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TOP VIEW

105.3

208.3

FRONT VIEW

é eneo

Drain Hole

SIDE VIEW

Mal3e / Dimensions: mm
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