IEB-72M2812MCA é eneo

SKU: 220932

1/2,8" Network Camera, 1920x1080,Day&Night ,
WDR, 2,8-12mm, EPOC, IR, IP66

1/2,8" Sony STARVIS CMOS Quad Streaming: H.264, H.265 x3, MJPEG x1, Smart Codec
Resolution max. 1920x1080, 25fps framerate ~ Micro SD Card (SDHC, SDXC)
Motorised vary focal lens 2,8~12mmwith P-lis 1 x Alarm in and output as well as audio support
' EPOC Ethemet and Power over Coax transmission ~ Infrared iluminatonupto 30om
Wide Dynamic Range, -WDR (120dB) ~ Easyinstallation, IP66, PoE IEEE 802.3af

General:

Dimensions (HxWxD) 86x90x279mm
Wluminaion 34x LED 850nm,Infrared
Integrated wall mount yes
SDK upon request
Sunshield yes
Textdisplay supplied
Series eneo EPOC, eneo SN-Series
Housing outdoor
Color (housing) white
Hosuing matetial Aluminium
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IEB-72M2812MCA

Continuation of the specifications

Remarks

recording internal storage (SD card),E-
Mail,FTP,Boost,HTTP,TCP,UDP,HTTPS,XML,alarm
out,Alarm Forwarding (Preset Call of eneo PTZ

English,German,French,Russian,Chinese,Korean,Ja
panese

MS internet Explorer: ActiveX ex 9.0,Safari: MJPEG
setup limited,Mozilla: MJPEG setup limited,Google:
MJPEG setup limted,Edge: MJPEG setup limited

Defog, Intrusion, Loitering detection, Motion analysis,
Motion detection, Person recognition, Tampering
protection, Trip wire plus object counting

Note that electronic adjustment aid such as Zoom /
Focus or Pan / Tilt functions are not designed for
continuous operation.Permanent use may affect the
life of the camera,To guarantee you an optimum user
experience, we recommend that you only use
components of the same brand in a system. If several
brands are used in combination, eneo cannot
guarantee functionality. If combined use is
necessary, we offer a compatibility check for a fee
(for more information, see article number #229235 at
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IEB-72M2812MCA

Continuation of the specifications

Network transmission with 128bit AES encryption
standard

TCP/IP,UDP,IPv4,IPv6,HTTP,HTTPS,FTP,RTP,UPn

Network protocols P,RTSP,RTCP,DHCP,ARP,Zeroconf,Bonjour,QoS,0
penVPN
Lens:
LensType 0 Varifocal (motorized)
FocalLength 28-12mm
Iris Control Piis
Digital Zoom yes
MOD (Mininum Object Distance) 1 05m

BNC - EPOC,Audio input/output,Alarm output,Alarm

External connectors input,12VDC input (DC plug),connection cable
approx.40cm

Videooutputs no

Aarminputs T

Aarmoutputs T

Serial interfaces | Ethernet

Videor

1920x1080 (16:9),1440x1080 (4:3),1280x1024
(5:4),1024x768 (4:3),1280x720 (16:9),800x600

Resolution (4:3),800x480 (16:9),704x576 (4:3),704x480
(4:3),640x480 (4:3),400x240 (4:3),352x288
(4:3),352x256 (4:3),352:240 (4:3),320x240 (4:3)
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IEB-72M2812MCA

Continuation of the specifications

H.264, H.264+ (Smart Stream), H.265, H.265+
(Smart Stream), M-JPEG

SKU Name Description

225730 . AK9B Camera junction box for DH-6, Dome-WB4

218218 eneo Site Manager | Management Software for eneo IP products

""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""" EPOC Signalkonverter, BNC auf Zweidraht

221334 IAM-4MU1001MOA Ubertragung, Zubehér fir EPOC Kameras,
Transceiver

Ethernet Coax Receiver Data & Power over Coax 1 x
RJ-45, 1 x BNC

é eneo
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