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SKU: 232563

1/2,8" Network Board Camera 2592x1944, Day/Night,
WDR, 2,8mm, H.265, PoE, 12VDC

1/2.8" Sony STARVIS CMOS Sensor Browser independent (IE, Edge, Safari, Firefox, Chrome)

Excellent light sensitivity Object classification (person, car, bike)

Resolution max. 2592x1944 (5MP) Supports ONVIF Profile S

Lens fixed focal length 2.8mm Operating temperature -20°C +50°C

WDR (120dB), BLC, 3DNR Dimensions 50x50x59mm

Tripple Streaming (H.265, H.264, MJPEG) Power supply PoE or 12VDC
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Continuation of the specifications

Operating temperature -20°C ~ +50°C

ONVIF ONVIF Profles
Weight 2609
DORL:
Observe (62px/m) 26,1m

Recognize (125 pxfm) 23m
Identify (250 px/m) 57m
Detect (25px/m) 667m
Functions:
Alarm processing alarm out FTP,E-Mail
Motion detector yes
ePTZsupport yes
Menu languages | English,German
Mirror function VflipHAMlip
Multicast compliant yes
Password protection . administrator & users
Privacy zone masking . Areas-ON/OFF switchable

MS Internet Explorer 11,Safari: MUPEG,Mozilla:
MJPEG,Google Chrome: Java,Edge: MJPEG

Digital Noise Reduction yes
Audiosupport yes
Internal storage no
AnaIyS|sfunct|ons ”””””””””””””””””””””””””””””””””””””””””””””””””””””””””” Human&Veicle Detection (PD&VD), Motion
detection
Audio 2 Way Audo
Remote configuration | Browser, Remote software
Notes:
''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''' NDAA compliance under Section 889, To guarantee
you an optimum user experience, we recommend
that you only use components of the same brand in a
Remarks system. If several brands are useq in combiqation,
eneo cannot guarantee functionality. If combined use
is necessary, we offer a compatibility check for a fee
(for more information, see article number #229235 at
VIDEOR).
Camera:
Imager Sony STARVIS Sony IMX335,CMOS
Automatic electronic shutter ESC) 1/4~110.000sec..
Flickerless funcon yes
Backlight compensation | BLC
Low speed shutter no
Manual electronic shutter (MES) 1/4 ~1/10.000sec.
Signal-to-noise rao . 508
Day&Night mode Automatic,Day Night, Time
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IPv4,IPv6,IGMP,ICMP,ARP, TCP,UDP,DHCP,RTP,R
TSP,RTCP,DNS,DDNS,NTP,SMTP,FTP,UPnP,HTTP
,HTTPS,SSL

12VDC power input,Alarm in/output,Audio
in/output,RJ-45

2592x1944 (4:3),2592x1520 (16:9),2304x1296
(16:9),2048x1536 (4:3),1920x1080 (16:9),1280x1024
(5:4),1024x768 (4:3),1280x720 (16:9),704x576
(4:3),704x480 (4:3),640x480 (4:3),640x360
(16:9),352x288 (4:3),352:240 (4:3)
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Maf3e / Dimensions: mm
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