MPD-62V2713P0A

SKU: 233014

6 eneo’

1/2,8" HD Dome, Fix, Day&Night 1920x1080, Lens
2,7-13,5mm, IR LED, 12VDC, Indoor
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MPD-62V2713P0A

Continuation of the specifications

German,English,French,ltalian,Spanish, Turkish,Dutc
h,Portugese,Polish,Chinese,Russian

Mirror function rotation,mirror,V flip

Privacy zone masking . Areas-ON/OFF switchable
Vertical tiltrange 1 65°(25~90°)
Digital Noise Reduction yes
Analysis functons | Defog
Camera:
Imager Sony,Sony IMX323,CcMOS
Automatic electronic shutter ESC) 1/25 ~ 1/50.000sec..
Flickerless funcon yes
Backlight compensaton BLCHLC
Low speed shutter yes
‘Manual electronic shutter (MES) 1/25~1/50.000sec.
Signal-to-noise rato | s20
‘White balance ATW,AWB Manual,Outdoor,Indoor AWC
‘Wide Dynamic Range (WDR) | DWDR
System True Day&Night
Sensorsize 128
Day&Night switch IcR
Sensitivty 03LuxatF1,3,40IRE
Cameratype Dome
Partssupplied:

manual,screw set,Video sub-out cable,drilling
template,bag of screws
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MPD-62V2713P0A

Continuation of the specifications

Zoom Factor 4x

Digital Zoom no
MOD (Mininum Object Distance) 05m
Aperturerange (F) F13

video (BNC),12VDC input (DC plug),connection cable

approx.15cm

Serial interfaces protocols UTC (HD-Signal Formaty
Videooutputs AHD, Composite (CVBS), CVI, HD-TVI
Alarminputs nem
Alarmoutputs no
Serial interfaces Coaxitron (HD Protocol)
Video:
Synchronizaton internal
Signal format ¢cID@@2§Ath, Composite (FBAS), CVI @ 2MP, HD-

Framerate 25/30fps @ 1920x1080p
Other
Remarks NDAA compliance under Section 889

Exact focus setting aid,Hard Coated Bubble
(Hardness grade - H) -- Anti Scratch Protection

Videostandard ] PALINTSC
Resellen Phes R
Horizontal Angle of View 95-21°
Vertical Angle of View 40-15°
Manufacturer order numper 283014
SKU  Name  |Descripon
295085 MAM-5DC1004MOA Distributor, 1x BNC Input HD-TVI, CVI, AHD, CVBS,

4x BNC Output

Converter, HD-CVI, HD-TVI, AHD, Composite to

209 O, ] HDMI, VGA, Composite, Indoor
UTP Transmitter+Receiver, UTP, BNC, 250m,

AR ] indoor, HD TVI CVI, AHD, CVBS, Active, 12V

212985 TVA-1201TRP UTP Transmitter+Receiver, UTP, BNC, 150m,

Indoor, HD TVI CVI, AHD, CVBS, Passive
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