MPD-62M2713P0B é eneo

SKU: 243652

1/2.8" HD Dome Fixed, WDR, Day&Night,
2.7-13,5mm, Infrare 1920x1080, 12VDC, Indoor
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MPD-62M2713P0B

Continuation of the specifications

voltage input,1x SDI Signal (BNC),1x HD/SD Analog
Signal (BNC),connection cable approx.15cm

Zoom Factor 4x
Digital Zoom yes
Horizontal Angle of View 101-32>
Vertical Angle of View 54-18°
MOD (Mininum Object Distance) 1 05m
Housing Indoor
Color (housing) white
Hosuing material | Plastc
V|deooutputs ””””””””””””””””””””””””””””””””””””””””””””””””””””””””””” AHD, CHD, Composite (CVBS), EX-SDI, HD-SDI, HD-
TVI
Serial interfaces Coaxitron (HD Protocol)
Analysis functions | Defog
Mounting Ceiling mount, Wall mount
Supply voltage 12voc
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MPD-62M2713P0B

Continuation of the specifications

sku Name
225085 MAM-5DC1004MOA

220299 MAM-5MM1001MOA

212895 VWAO1
212894 VWM-02

é eneo

AHD @ 2MP, CHD @ 2MP, Composite (FBAS), EX-
SDI 1.0@270Mbps, EX-SDI 2.0@135Mbps, HD-
SDI@1,485Gbps, non compressed, HD-TVI @ 2MP

Distributor, 1x BNC Input HD-TVI, CVI, AHD, CVBS,
4x BNC Output

Converter, HD-CVI, HD-TVI, AHD, Composite to
HDMI, VGA, Composite, Indoor
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